
Certificate of Conformity
Certification number: TH2111424-C01-C01

Shenzhen Tian Hai Test Technology Co., Ltd. hereby declares that testing has been
completed and reports have been generated for:

Applicant: Shenzhen Sincoole Technology Co., Ltd.

Address: 11F, Guangfu building, no.16, Lane1, fishery old village, Baoyuan road, Xixiang Street,
Bao‘an district, Shenzhen

Manufacturer: Shenzhen Sincoole Technology Co., Ltd.

Address: 11F, Guangfu building, no.16, Lane1, fishery old village, Baoyuan road, Xixiang Street,
Bao‘an district, Shenzhen

Product: Rugged_tablet

Trade Mark: Sincoole

Model: ST9

And, in accordance with the following applicable directives:

2014/53/EU The Radio Equipment Directive (RED)

This product has been assessed against the following applicable standards:

Standard(s)

ETSI EN 301 489-1 V2.2.3(2019-11) / ETSI EN 301 489-19 V2.1.1 (2019-04)
ETSI EN 301 489-52 V1.2.1 (2021-11) / EN 55032:2015/A11:2020
EN 55035:2017/A11:2020 / EN IEC 61000-3-2:2019
EN 61000-3-3:2013/A1:2019 / ETSI EN 301 511 V12.5.1 (2017-03)
ETSI EN 301 908-1 V13.1.1(2019-11) / ETSI EN 301 908-2 V11.1.2(2017-08)
ETSI EN 301 908-13 V13.1.1 (2019-11) / EN IEC 62368-1:2020
EN IEC 62311:2020
EN 62368-1: 2014+A11:2017

Test Report No.
TH2201213-C03-R01, TH2201213-C03-R02, TH2201213-C03-R03,
TH2201213-C03-R04, TH2201213-C03-R05, TH2201213-C03-R06,
TH2201213-C03-R06, TH2201213-C04-R01

Therefore, Shenzhen Tian Hai Test Technology Co., Ltd. hereby acknowledges that the
applicant may issue a DECLARATION of CONFORMITY and apply the CE marking in
accordance with European Union Rules.

Attestation by:

Thomas Wong Date of Issued: 2020-02-21

https://www.cenelec.eu/dyn/www/f?p=104:110:365418260405501::::FSP_ORG_ID,FSP_PROJECT,FSP_LANG_ID:1258483,64203,25
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